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Product Introduction - Application Scenario

SY10U i s  a  z e r o  t a i l  m a c h i ne  d e ve l o p e d  

a c c o r d i ng  t o  t h e  n e e d s  o f  t h e  i n t e r na t i ona l  m a r k e t  

a n d  m e e t s  T 4 F /  E u r o  V  e m i s s i on  s t a nda rds  .  I t s  

m a i n  wo r k i n g  c o n d i t i ons  a r e  h o u s e  a n d  ya r d  

r e p a i r s  ( s u c h  a s  t r e nc h in g ,  s a n d  b u r y i n g ,  p i p e l i ne  

l a y i n g ,  b a c k f i l l i n g ,  l a wn  l a y i n g ,  g a r b ag e  r e m o va l ) ,  

l i g h t  e a r t h wo rk  ( e a r t h  e xc a va t i o n ,  l o a d i n g ,  

c r u s h in g ) ,  e t c .

SY10U z e r o  t a i l s l e w i n g ,  d e f l e c t ab l e  b o o m  

a n d  r e t ra c t ab l e  u n d e rc a r r i age  m a k e  i t  s u i t ab l e  f o r  

n a r r ow  wo r k i n g  c o n d i t i ons .
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Product Introduction - Configuration

Module name Configuration

1. Power 
system 

Emergency  stop /

Refueling /

2. Hydraulic 

First set of auxiliary pipelines ●

Quick coupler line /

Pattern changer ○

Second set of auxiliary pipelines /

Boom arm safety valve /

Bulldozer floating function /

Auxiliary line ball valve ●

3. Electricity

Main power ●

12 V power socket ●

Bluetooth radio /

Control display /

4. 
Undercarriage

Bulldozer Blade ●

Angle Blade /

Module name
Configurati

on

4. Undercarriage 180 mm wide rubber track ●

5. Upper carriage Additional counterweight /

6. Cabin

Cab /

Canopy ●

Non-suspension seat ●

Mechanical suspension seat ○

Rearview mirror /

Cab air conditioning /

Heating system /

Expandable Armrest Box ●

7.Work 
equipment

Standard (1460mm) ●

Arm ( 890 mm) ●

Bucket (0.025m³) ○

8. Safety 
features and 
Documentation

Travel acoustic and light beacon ●

Seat belt warning ○

English decal ●

● Standard

○ Optional

/  None
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Product Introduction - Selling Points

Rated power: 8.8 kW/2200rpm

Operating weight: 1195 kg

Standard bucket : 0.025m 3

Easy maintenance Fully hydraulic 
controlled

Compact

Password lock Suspension seat Extendable armrest

The front-lifting rear hood provides access to 
the oil dipstick, oil filter, fuel filter, air filter, 
power switch, auxiliary coolant tank, fuel filler 
port, fuse box, etc., making maintenance easy 
.

load-sensing hydraulic system, all 
actions are hydraulically controlled 

and for excellent 
maneuverability .

newly developed key password lock 
ensures the safety of the machine.

Extendable armrest can expand the leg 

room from 500mm to 630mm .Optional high-back suspension seat . 

Retractable undercarriage, deflecable boom, 

detachable and dumpable canopy,zero 
taill, and Min. 745mm width make it 
easy to handle narrow spaces .

745mm
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Product Introduction - Specification

Main parameters
SANY

SY10U

Operating weight kg 1195

A- Overall length 
(transport) mm

3018

B- Overall width 
(transport) mm

745

C- Overall height 
(transport) mm

2290

D- upperstructure width 
mm

745

E- Height of bulldozer 
(mm)

220

F- track width mm 180

G- track gauge (mm) 564

H- minimum ground 
clearance (mm)

145

I- Tail swing radius mm 550

J- track ground contact 
length mm

1042.5

K- Track length 11353.5
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Main parameters
SANY

SY10U

Maximum digging height (mm) 3037

Maximum unloading height (mm) 2096

Maximum digging depth mm 1868

Maximum vertical digging depth mm 1614

Maximum digging reach mm 3539

Front-end minimum swing radius mm 1487

Rear-end swing radius mm 550

Product Introduction - Working Range
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Attachments - Photos
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